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S.N. SQU Product Code Description Qty. UOM Remarks

1 EQUTHETHR0001 THERMOCOUPLES 3 Each [EQUTHETHR0001] THERMOCOUPLES
Model No.:HTS404

Screw-in thermocuple with connection head
Thermocouple Type: K Type

Output: mV
Temp range: -0 ~ +1100 C

Probe length: 100mm

2 EQUINSRES0370 THERMOCOUPLE
WIRE

2 Nos [EQUINSRES0370] THERMOCOUPLE WIRE
Model No.:HTS404

Screw-in thermocuple with connection head
Thermocouple Type: K Type

Output: mV
Temp range: -0 ~ +1100 C

Sheath material: Stainless steel
Probe length: 30mm

3 EQUBIOHER0027 FLOW METER 4 Each [EQUBIOHER0027] FLOW METER
Digital display flow meter

Measuring Range: 0-0.3m3/h
Pipe size: DN15

Medium: No corrosive gas
Accuracy: ±1%

Medium Temp: 10~60;



Power Supply: 24Vdc
Material: Stainless Steel

Process Connection: Flange PN16
Output: 4-20mA

Vertical installation

4 EQUMEAEQU250001 Integrated U Shape
Coriolis Meter flow

5 Units [EQUMEAEQU250001] Integrated U Shape
Coriolis Meter flow HQF

Max Pressure: 4Mpa
Medium: No corrosive Gas

Measuring Range: 0-0.3m3/h
Pipe size: DN15

Accuracy: ±0.5%
Medium Temp: 10~60;
Power Supply: 24Vdc

Measuring Tube Material: 316L
Process Connection: Flange

Output: RS485
Electrical Interface: 1/2'' NPT

5 EQUINSRES0095 PRESSURE
TRANSDUCERS

3 Nos [EQUINSRES0095] PRESSURE
TRANSDUCERS

Model No.:HPT200H
Measuring Medium: No corrosive gases

Pressure Range: 0- 10 bar Gauge
Working Temp : 10~60

Signal Output: 4-20mA 2 wires
Power Supply: 24v DC

Accuracy: 0.5% F.S. @Ambient temp
Process Connect: 1/4'' NPT

Electronic Connect: Hirschmann DIN43650
Materials of housing: 316L


